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UU\>{4%%%OHHH qu/?ﬂoc?ﬁl #75713 JIS CE560 ¢ 3.5 %“ﬁmv s, % Load resistance:50kQ minimum
% Use the Plug 93.5 (JIS C6560) with this model.
® Meter plug
% Standard cable length is 1M.
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Rack-type system composed of two UV-AMP. circuits on a single card for
multi-burners use.
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The UV-4000 flame detector is exceptional at detecting the combustion flames of High Temperature Air Combustion, H, COG, BFG, etc., or of the oil combustion.
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@ Features
1) Installation is easy for this small and light weight type.

2) Connection between Head and Amp is simple and the
cable length of up to 400 m can be used.

3) This is particularly suitable for detections of gasses, such
as LPG, LNG, Hp, BFG, etc., and of oil burner flame such
as light oil and heavy oil.

4) There is no malfunction caused by the radiation produced
from high temperature objects, such as sunlight and
furnace wall.

5) There are two types : one has a condenser lens and the
other type is just a window glass. You can use it properly
according the application.

General(With glass) . UV-4000H

High Spec.(With lens) : UV-4000H I

1 b BhiwiE S Structure Drip-proof type
& B o B KK L) RET BRIMR Object of detection | Ultraviolet rays radiation from the flame
® H F F BRI ETE Sensing element Ultraviolet sensitive trigger tube
ANRY NIVISE 190~290 nm Sensitive range 190 to 290 nm
s % B E 0.5sec KI'F Response time 0.5sec or less
FEHEHEEE —20~105C Ambient operating temp. | —20 to 105 C
FiRER AKX mFaER AR Cable connection Solderless terminal
8 I .
N—TVRE SO/ P _ Sealing air flow rate gtotﬁ:l c;}fég::tri]ai)r;;zzr:?z;sgac
BOCLUT HIEE KFE 1.47kPa (detector's inlet pressure-furnace pressure=1.47kPa)
= &® & ~>tJ 10B5/10 Paint color Munsell 10B5/10
S = 0.2 kg Weight 0.2 kg
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@ Features

1) The small type with only a little space requirement and the
DIN rail mounting make it easy to install and wire.

2) This is equipped with sensitivity adjustment and offers an
analog output and by using the meter the flame condition
can be checked at a glance.

3) The product is the plug-in system, which is easy to be
replaced.

4) There are two types of analog outputs available :
0 ~ 5V or 0 ~ 500 pA.

5) Sixteen (16) units can be operated at the same time with
1A power capacity.

Current Type : UV-4000A T

. Model No. 5
BEEHAHE | UV-4100A Voltage Type : UV-4100A
1% = 7594 AKX Structure Plug-in
1t FarL—b Mounting DIN rail
g KB € &E DC 24V Power DC 24V
H B & 7B 1.5VA Power consumption 1.5VA
FEREEERE —20~60C Ambient operating temp. —201t0 60C
H h B A 1C, AC250V 3A Output contact 1C, AC250V 3A
FoTALA21 L 0.5sec LI'F ON Response time 0.5sec or less
FITALA21 L 3.0 +0.5sec OFF Response time 3.0 +0.5sec
UV-4000AT : DC 0~500 x A UV-4000ATl : DC 0~500 x A
(=2 v T HA Analog output
UV-4100A :DCO0~5V UV-4100A :DCO0~5V
. . UV-4000ATl : ¥>tJL 10B5/10 UV-4000AT : Munsell 10B5/10
% i3 & Paint color
UV-4100A @ v >tJV 7.5GY6/10 UV-4100A  : Munsell 7.5GY6/10
] = 0.25 kg Weight 0.25 kg
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