COMPACT INFRARED FLAME DETECTOR WITH SELF-CHECK FUNCTION : IR-3000 SERIES
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3 Use the Plug 93.5 (JS C6560) with this model.
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@ Features
1) AC Power (85 to 260V) can be converted to DC Power (24V) for Amp.(I-3177A).

2) Meter jack output to check the condition of the flame can be converted to 4-20mADC.
3) The external dimention is same as Amp.(I-3177A).
And also it can be installed with DIN rail.
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Please refer to individual specification for further details.

4-34 Tarumachi 4—chome, Kohoku—ku,
Yokohama City, Kanagawa 222-0001, Japan
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(We are highly skilled in Optical & Flame Detector Technology)
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For the detection of the combustion flames at various atmosphere such as mono-fuel combustion* multi-fuel combustion of Gas*Qil, etce..
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@ Features

1) Electronic shutter for Self-Check is installed.
2) Small, light and easy installation.
3) Connection between Head and Amp. is 5 cores shield

cable and the cable length of up to 200M can be used.

4) This is particularly suitable for detections of burner
flames of gas such as LPG, LNG, etc.., and
of oil such as light oil, heavy oil, spin—off oil and etc..

5) There is no malfunction caused by the radiation
produced from high temperature objections, such as
sunlight and furnace wall.

6) By window glass, sensor is protected from dust or
hot wind caused by the furnace pressure.

7) This is suitable for the detection of the combustion
flames at various atmospheres.
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Model No. SPH77-G Model No. SPH77-G
B & PhiEE Structure Drip—proof type
BrOH " R KRRIYRETIRMRTVAD Object of detection | Flicker in infrared radiation of flames
B OB F F HHRARBRERT Sensing element Special semiconductor
ARGNIVIEE 10 ~19um Sensitive range 10 to1.9um
& B M 0.5sec LU Response time 0.5 sec or less
TILTFvy | BFUYVAAR Self-check Electronic shutter
FHEBEE | -20 ~ 65°C Ambient operating temp.| -20 to 65 °C
ERER AL | mrerEsd Cable connection Solderless terminal

0.03 Nm3/min LI E
60 CLUT BEXMEE FIE +1.47kPa

Sealing air flow rate

0.03 Nm?/min or more, under 60°C at the
differential pressure +1.47kPa(+150mmH:0)

(+150mmH-0) (detector’s inlet pressure-furnace pressure=1.47kPa)
P % B | V- Paint color Silver
E 2 | 07kg Weight 0.7 kg
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@ Features

1) Self-Check function is installed.
2) The small type with only a little space requirement
and the DIN rail mounting make it easy to install

and wire.

3) This is equipped with sensitivity adjustment and offers
an analog ouput and by using the meter the flame
condition can be checked at a glance.

4) This Amp. is the Plug=in type, which is easy to

be replaced.

5) Analog output is O to 5VDC.

6) Six (6) units can be operated at the same time
with 1A power capacity.

7) Using with I-3177P (Converter) as option,
AC Power is available.

And meter jack output can be converted to 4-20mADC.

Model No. [-3177A Model No. [-3177A
8 & | I3T40ARK Structure Plug-in type
B A & | T4avLb—IL F=E 2oL Mounting DIN rail or Screw
g R & E DC24 V Power supply DC24 V
H B B A 4.0 VA Power consumption | 4.0 VA
FERABEBEEE | -20 ~ 60°C Ambient operating temp. | —20 to 60 °C
IJL—LEEHA la KRBHE ESE Flame contact la at detecting flame—contact “close”
T—IT4EREN la LEEE ¥R Safety contact 1a  at ordinary— contact “close”
B A g % AC250V 2 A Contact rating AC250V 2A
TILTFvY 1B/ %9475 Self-check Once / about 4sec
7L —LONGZ B 05sec UT ON response time 0.5 sec or less
TU—LOFFIL &R 3.0 £ 0.5 sec OFF response time | 3.0 + 0.5 sec
0 ~ 5V DC 0 to 5V DC
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Analog output

(over 1.3V DC flame “presence”)

R = =) < t)L 10R5/14 Painting color Munsell T0R5/14
2] B | O4dkg Weight 0.4 kg




